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EDGE LIGHT LED SIGN MODULE
TITLE

REV.
NO.

DESCRIPTION/ECO
NUMBER

APPV'D
DATE

RELEASED 10/7/18

EDGE LIGHT LED SIGN MODULE

BEAM ANGLE:  18° X 70°
OSRAM LEDS
24V DC OPERATION
IP67 WATER RESISTANT
LONG LIFE: 50,000 HOURS TO L70
5 YEAR WARRANTY
STANDARD PACKAGING:  30 MODULES PER STRAND

ZM-6223-CW

Features

18° 70°

20W 24V DC POWER SUPPLY = MAX OF 10 MODULES CONNECTED IN SERIES
60W 24V DC POWER SUPPLY = MAX OF 30 MODULES CONNECTED IN SERIES

Notes:

61.8mm (2.43")

23mm
(0.9") 12.34mm

.485")

Pitch:  120mm (4.72")

OPERATING TEMPERATURE: -20~50°C

Ø 2.8mm (.110")

REV.
NO.

ADD CANADIAN-US SYMBOL 9/16/19A

10/8/19 B

JKL Input Wattage CCT Lumen Flux
Part Number Voltage per Module Cool White per Module

 ZM-6223-CW 24 1.92 6500ºK 212 lm

CHNG INPUT VOLTS TO 24 ON CHART 10/8/19B


